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Indemnity and conditions relating to this report  
 
The findings, results, observations, conclusions and recommendations given in this report are based on the best 
scientific and professional knowledge as well as available information.  The author reserves the right to modify aspects 
of the report including the recommendations if and when new information may become available from ongoing 
assessments or pertaining to further investigations.  
 
Although the author exercises due care and diligence in rendering services and preparing documents,  the author 
accepts no liability, and the client, by receiving this document, indemnifies the Author against all actions, claims, 
demands, losses, liabilities, costs, damages and expenses arising from or in connection with services rendered, directly 
or indirectly by the author and by the use of this document (including any limitations, damages for loss of trade or 
business profits, business interpretation or any other loss) arising from the adoption of any scientific advice or 
recommendations in this report. 
 

• The author accept no responsibility for any deviations made from the contents of this report. 
• The contents of this report may only be used for the purposes defined in the Terms of Reference and may not 

be used for purposes of sale or advertising without the written approval of the Author. 
• Part or whole may be published provided that written approval is obtained from the Author and that due 

recognition of the context is acknowledged in the publication. 
• The Author are indemnified against any claim that may result from such publication. 

 
Limitations of the study 
 
The aerial image and photographic analysis that forms the basis of the shoreline stability assessment, conclusions and 
recommendations are based on the availability of historical and recent data and information. Due to poor resolution of 
such historic material it is required to make use of much interpretation of landscapes and features as well as the 
technical skill to undertake comparative image analysis that is shaped via experiential learning. As such only a broad 
idea of the relevant dynamics can be reached. However, this approach has proven to be useful in identifying long-term 
trends that are important when attempting to understand natural processes and their potential impact on and potential 
response to developmental and / or management actions. 
 
 
Copyright  
 
Note that this report cannot be altered or added to without the prior written consent of the Author. This also refers to 
electronic copies of this report which are supplied for the purposes of inclusion as part of other reports, including main 
reports. Similarly, any recommendations, statements or conclusions drawn from or based upon this report must make 
reference to this report. If these form part of a main report relating to this investigation or report, this report must be 
included in its entirety as an appendix or separate section to the main report. 
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Figure 1:  Phases 2, 4 and 6 of the proposed coastal protection revetment at Erfs RE/3 and RE/5, ATKV Hartenbos is located along the 

shoreline SSW of the Hartenbos Estuary mouth  
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EXECUTIVE SUMMARY 
The Owners and Client, ATKV Resort Hartenbos, defined the ultimate goal as to consolidate the 
various Environmental Maintenance Management Plans (EMMPs) required for the already 
constructed Geotextile Sand Container (GSC) sections (Phases 1, 3 and 5) as authorised under an 
existing ROD, plus the section already constructed under a 30A Emergency Directive and then 
including a future EA under this Basic Assessment (BA) process for the sections shown as Phases 2, 
4 and 6), all to form a single EMMP.  
 
The intension is to enable the ATKV to conduct future, long-term maintenance of the whole coastal 
protection revetment structure under one EMMP. All sections (Phases 1 to 6) is seen as an 
integrated structure. The information in this report will feed into the EMMP to be drawn up as a 
separate document. 
  
Laurie Barwell & Associates (Pty) Ltd (LB&A) was appointed on behalf of the Applicant to produce specialist 
coastal engineering input as required as part of the Basic Assessment process managed by Cape EAPrac.  
 
Design input on the siting and levels of the required coastal revetment structures to seamlessly tie into the 
existing structures. Conceptual designs and a qualitative assessment of the impact of the identified structure 
on the abiotic environment are provided. 
 
The report addresses the following: 
 
i. The physical environmental context (Section 3). 
ii. The coastline stability over the 39-year period from 1984 to 2023 using available satellite and aerial 

images, and a site survey (Section 4).  
iii. The 2030, 2040, 2050 and 2100 storm hazard levels including the effects of climate change on the 

coastline stability and in particular the implications of the projected rise in sea level using defensible 
current knowledge (Section 5). 

iv. Consideration of the WC DEA&DP coastal management lines and beach access audit as published 
(Section 6). 

v. Identification of relevant coastal revetment options (Section 7).  
vi. A qualitative comparative assessment of the costs (Section 8). 
vii. A qualitative impact assessment of the identified structure on the abiotic environment (Section 9). 
 
The design parameters for coastal revetment are summarised as:  

• The seaward toe of the revetment must be located landward of the long-term average of the non-storm 
HWM and in line with adjacent structures.  

• The top of the collapsible toe unit at the bottom of the revetment structure is to be at an elevation of 
+0.0 m MSL. 

• The top elevation of the revetment structure is to be at a minimum of +5.5 m MSL at the identified high 
energy places. 

• A 0.3 to 0.5 m thick layer of soil/sand cover over the revetment should be maintained to allow dune 
vegetation to establish over the chosen revetment structure. This protects the structure from vandalism 
and the elements and softens the visual impact. 
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• Storm-water outlets should be constructed to allow the storm water to enter a 'plunge pool' behind the 
revetment and excess water allowed to cascade over the structure. This prevents the erosion of the 
beach during high rainfall events that often coincides with high energy waves. (See SWO2 in the 
Frontispiece) 

It is the Author’s considered opinion that the net impact of all the proposed revetment options, including 
during the construction phase,  is low to negligeable on a local and broader environmental scale. 

Similarly, the net impact of the coastal processes on all of the proposed revetment options is low to 
negligeable if the recommended coastal engineering design parameters are followed and construction is 
done to specification. This includes maintaining the integrity of the chosen revetment. 

it is recommended that a single row of SGCs to be installed at the low energy areas of phase 4 (Figure 17.1). 
It is also recommended that a double row of Sand-filled Geotextile Containers (SGCs) (Figure 17.2) be 
installed at the high energy areas in all of phase 2, most of phase 4 and all of phase 6 as indicated.   

The key considerations for the recommendation are: 

1. The SGCs are considered more environmentally friendly to beach users as the material is 'soft' and 
does not form any potential hazards to people and animals. 

2. The SGCs are manufactured in South Africa whereas the stainless-steel wire baskets are imported. 
3. The sand that is used to fill the SGCs is sourced from the beach system and thus does not require the 

importation of 'foreign' material (i.e. rocks) into the beach-dune system. 
4. The new SGC revetment will seamlessly tie into the existing material used for the construction of 

Phases 1, 3 and 5, thereby forming a uniform coastal revetment system at the ATKV. 
5. The integrated EMMP for all Phases (1 to 6) will have a single technology to consider. 
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1. INTRODUCTION 

 
The Owners and Client, ATKV Resort Hartenbos, defined the ultimate goal as to consolidate the 
various Environmental Maintenance Management Plans (EMMPs) required for the already 
constructed Geotextile Sand Container (GSC) sections (Phases 1, 3 and 5) as authorised under an 
existing ROD, plus the section already constructed under a 30A Emergency Directive and then 
including a future EA under this Basic Assessment (BA) process for the sections shown as Phases 2, 
4 and 6), all to form a single EMMP. 
 
The intension is to enable the ATKV to conduct future, long-term maintenance of the whole coastal 
protection revetment structure under one EMMP. All sections (Phases 1 to 6) should be seen as an 
integrated structure. 
 
The following specific points are to be addressed in the specialist report: 
 

• Cognisant of existing structures already implemented to ensure a final integrated structure, as well 
as the DEA&DP’s stated preference for ‘soft engineering’ interventions, design for the new sections 
under the present BA process. 

• Provide an Impact Assessment of the proposed structure on the prevailing coastal 
processes, and also of the coastal processes on the proposed structure. Here consideration 
should be given to the coastal protection effectiveness, the effects of the prevailing 
sediment dynamics and ecological balance, sustainability / efficiency of the chosen 
structure wrt  the specific coastal dynamics, filling material and the revetment material. 
For Phase 6 the impact on and of the estuary mouth dynamics should be incorporated. 

• Environmental conditions of the beach/coastal characteristics must be considered with 
regards to the design and the selection of geotextile sand containers with due 
consideration of stormwater runoff. 

• Status quo (leave as is and do nothing option) must be assessed and comparatively 
assessed against the option of coastal erosion protection measure recommendations. 

• Mitigation measures for minimising potential negative impacts must be detailed (including 
the efficiency thereof should they be implemented). 

• Risk factors (for coastal conditions, as well as the recommended structure must be 
identified and discussed/worked into the design/management conditions). 

• Management recommendations for implementation, as well as follow-up maintenance 
activities in case of structural failure and the need for reparation under the EMMP. 

• Critical is that the full extent of the structure, placing, construction and maintenance 
activities must be above the high-watermark (HWM) as defined under NEM: Integrated 
Coastal Management Act, 2008 (No 24 of 2008) as amended1.  

 

 
1 The legal definition of the 'high-water mark' means the highest line reached by coastal waters, but excluding any line 
reached as a result of- (a) exceptional or abnormal weather or sea conditions; or (b) an estuary being closed to the sea. 
NEM: ICMA, 2008, as amended.   
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Laurie Barwell & Associates (Pty) Ltd (LB&A) was appointed on behalf of the Applicant to produce specialist 
coastal engineering input as required as part of the Basic Assessment process managed by Cape EAPrac.  
 
Design input on the siting and levels of the required coastal revetment structures are required. Conceptual 
designs and a qualitative assessment of the impact of the identified structure on the abiotic environment are 
also to be provided. 
 
The report addresses the following: 
 
i. The physical environmental context. 
ii. The coastline stability over the 39-year period from 1984 to 2023 using available satellite and aerial 

images, and a site survey.  
iii. The 2030, 2040, 2050 and 2100 storm hazard levels including the effects of climate change on the 

coastline stability and in particular the implications of the projected rise in sea level using defensible 
current knowledge to be estimated. 

iv. Provision of input to the identified coastal revetment structures that will be designed in detail by the 
consultant structural engineer. 

v. A qualitative comparative assessment of the costs. 
vi. A qualitative impact assessment of the identified structure on the abiotic environment. 
 
 

1.1 Study area 

The ATKV property is located along about 1800 m of coastline located SSW of the Hartenbos Estuary mouth 
in the log-spiral bay of Mossel Bay, within the Mossel Bay Municipality in the Garden Route District 
Municipality of the Western Cape province in South Africa (Figure 1).  
 
Much research, coastal engineering and management consultancy work has been undertaken by various 
consultants and specialists within the Mossel Bay bay over a number of years. This includes the sediment 
budget of Mossel Bay2345 Relevant information from these studies is acknowledged and incorporated where 
appropriate. 
 
 
 
 

 
2 Mossel Bay Sediment Supply Study. Royal Haskoning DHV, UK. Ref.: IEMPB2808R001F2, October 2015. 
3 Specialist input to the site analysis and design parameters for Erf 5216, Beach Boulevard, Diaz strand, Mossel Bay. AST, 2017. 
4 Wheelchair access: Specialist coastal engineering input for potential sites at Diaz beach and Twee Kuilen beach, Mossel Bay. 
LB&A 2018 
5 Coastline stability analysis and design parameters for possible coastline protection revetments at Portion RE/99,Glentana, Mossel 
Bay Municipality. LB&A. 2025  
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Figure 2:  Occasional storm surges with wave runup and splash-over and uncontrolled stormwater runoff have 

resulted in the failure of the existing rock-filled wire baskets revetment structure at the ATKV Hartenbos coastal 

property.  

 
 

1.2 Approach and process 

In order to understand the coastal processes and in particular the historic stability of the coastline at the site, 
the available information, including available aerial images and a long-term coastline changes assessment6, 
and a recent topographical survey were used to determine the dune and beach changes over a period of 39 
years (Satellite images from 1984 to 2003, and images from Google Earth ProTM  (2003 to 2023).  
 
The analysis included: 
 

1. Site photographs and a survey, undertaken in early 2026, allowed an assessment of the state of the 
beach, dune and shoreline with reference to the location and state of the current coastal revetment 
structures installed as Phases 1, 3 and 5 in 2024 as part of approved DEA&DP directives. 

 
2. The use of information from a satellite images analysis by Theron, D. and Theron, A.K. (2025)5 

supplemented by an analysis of Google Earth ProTM images provided statistics of the historic stability 
of the shoreline at the site. The information assists in determining the 1:100 yr (1%) short-term storm 
erosion potential and the projected erosion lines incorporating the effect of climate change and 
specifically projected sea level rise (SLR) applying the method developed by Theron, A.K. (2016)7. 

 

 
6 Theron, D and Theron A.K. (2025). Monitoring and Analysis of South African Shoreline Dynamics Using Satellite Imagery. 
Estuaries and Coasts (2026) 49:30 https://doi.org/10.1007/s12237-025-01638-6 
 
7 Theron, A.K.  (2016): Methods for Determination of Coastal Development Setback Lines in South Africa. PhD Thesis. 
Stellenbosch University 
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3. Calculation of the position of the projected future storm wave runup, erosion and future hazard lines. 
These are compared to the DEA&DP coastal management line guidelines.8 

 
4. From a coastal processes point of view, deriving the likely 2030, 2040, 2050 and 2100 hazard lines 

and short-term storm hazard levels to inform design parameters for the proposed coastal revetment 
at the unprotected shoreline in between the current coastal revetment at the site.  

 

2. RELEVANT LEGISLATION AND POLICIES  

 
The following legislation needs to be taken into account when planning activities within the littoral active 
zone or within sensitive dune systems. 
 
As further described by Cape EAPrac, the proposed replacement of failed rock-filled wire baskets with sand-
filled geotextile fabric containers (SGCs) and maintenance related works at the site are being undertaken in 
terms of the applicable listed activities and sections contained within: 
 
Government Gazette No 38282, 04 December 2014 – NEMA EIA Regulations, GN No. R 985 of Listing Notice 
3 
 
Activity 12: The clearance of an area of 300m2 or more of indigenous vegetation except where such clearance 
of indigenous vegetation is required for maintenance purposes undertaken in accordance with a 
maintenance management plan.  

(iii) Within the littoral active zone or 100m inland from the high-water mark of the sea or an estuarine 
functional zone, whichever is the greater, excluding where such removal will occur behind a 
development setback line or erven in urban areas.  

Activity 14: The development of - 
(ii) Infrastructure or structures with a physical footprint of 10m2 or more.  

Where such development occurs- 
(a) Within a water course. 

(c) If no development setback has been adopted, within 32 meters of a watercourse, measured 
from the edge of a water course.  

Excluding the development of infrastructure or structures within existing ports or harbours that will not 
increase the development footprint of the port or harbour.  
 
 
 
 
 
 
 

 
8 DEA&DP: Western Cape Government’s (WCG) Coastal Management Unit. 
   https://www.arcgis.com/apps/webappviewer/index.html?id=fdfc43db00224a6688cb964b47f713b0 
 



 
 
 
 

 
 

 

5  

i. Outside urban areas 
 
 
Government Gazette No 38282, 04 December 2014 – NEMA EIA Regulations, GN No. R 983 of Listing Notice 
1 
 

Listed Activity 17: Development –  
(iii) within the littoral active zone, 
(v) if no development setback exists, within a distance of 100 meters inland of the high-water 
mark of the sea or an estuary, whichever is greater.  

In respect of –   
(d) rock revetments or stabilising structures including stabilising walls. 
(e) infrastructure or structures with a development footprint of 50 square meters or more.   

but excluding- 

(aa) the development of infrastructure and structures within existing ports or harbours that will not 
increase the development footprint of the port or harbour;  

(bb) where such development is related to the development of a port or harbour, in which case activity 
26 of Listing Notice 2 of 2014 applies; 

(cc) the development of temporary infrastructure or structures where such structures will be removed 
within 6 weeks of the commencement of development and where coral or indigenous vegetation will not 
be cleared; or 

(dd) where such development occurs within an urban area.  

Listed Activity 18: The planting of vegetation or placing of any material on dunes or exposed sand surfaces 
of more than 10 square meters, within the littoral active zone, for the purposes of preventing the free 
movement of sand, erosion or accretion, excluding where— 
 
(i) the planting of vegetation or placement of material relates to restoration and maintenance of 

indigenous coastal vegetation undertaken in accordance with a maintenance management plan; 
or 

(ii) such planting of vegetation or placing of material will occur behind a development setback. 

Listed Activity 19: The infilling or depositing of any material of more than  10 cubic meters into, or the 
dredging, excavation, removal or moving of soil, sand, shells, shell grit, pebbles or rock of more than  10 
cubic meters from a watercourse but excluding where such infilling, depositing, dredging, excavation, 
removal or moving— 
 

(a) will occur behind a development setback. 
(b) is for maintenance purposes undertaken in accordance with a maintenance management 

plan; or 
(c) falls within the ambit of activity 21 in this notice, in which case that activity applies. 
(d) occurs within existing ports or harbours that will not increase the development footprint of 

the port or harbour; or 
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(e) where such development is related to the development of a port or harbour, in which case 
activity 26 in Listing Notice 2 of 2014 applies.  

Listing Activity 19A: The infilling or depositing of any material of more than 5 cubic meters into, or the 
dredging, excavation, removal or moving of soil, sand, shells, shell grit, pebbles or rock of more than 5 
cubic meters from – 

i. the seashore. 
ii. the littoral active zone, an estuary or a distance of 100 metres inland of the high-water mark 

of the sea or an estuary whichever distance is the greater; 
 

but excluding where such infilling, depositing, dredging, excavation, removal or moving – 
 

(a) will occur behind a development setback; 
(b) is for maintenance purposes undertaken in accordance with a maintenance 

management plan; 
(c) falls within the ambit of activity 21 in this Notice, in which case that activity applies; 
(d) occurs within existing ports or harbours that will not increase the development 

footprint of the port or harbour, or 
(e) where such developments is related to the development of a port or harbour, in 

which case activity 26 in Listing Notice 2 of 2014 applies.  
 
Furthermore, the following sections of the relevant legislation are considered: 
 

Section 1: National Environmental Management Act No 107 of 1998 
Section 2: National Environmental Management Act No 107 of 1998 
Section 28: National Environmental Management Act No 107 of 1998 
Section 6: ‘ORV Regulations‘ Regulations for the Management of Vehicles in the Coastal Zone,  

dated 2001 
Section 1: NEM: Integrated Coastal Management Act  No 24 of 2008 
Section 7: NEM: Integrated Coastal Management Act (Composition of Coastal Public Property) 
Section 13: NEM: Integrated Coastal Management Act (Access to coastal public property) 
Section 16: NEM: Integrated Coastal Management Act (Composition of the Coastal Protection  

Zone) 
Section 17: NEM: Integrated Coastal Management Act (Purpose of the Coastal Protection Zone) 
Section 18: NEM: Integrated Coastal Management Act (Coastal Access Land) 
Section 20: NEM: Integrated Coastal Management Act (Responsibilities of Municipalities with  

respect to Coastal Access Land) 
Section 63: NEM: Integrated Coastal Management Act, 2008 (Act No 24 of 2008) (Environmental 

Authorisation for coastal activities) 
Section 83: NEM: Integrated Coastal Management Act, 2008 (Act No 24 of 2008) (Control of Use of 

Vehicles in the Coastal Area) 
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3. PHYSICAL ENVIRONMENT 

 

3.1 Introduction 

In order to ensure that the correct developmental and management decisions are taken and implemented, 
it is important to have a basic understanding of the physical coastal environment at the study site. In 
particular, this involves having knowledge of the established biophysical processes and being able to assess 
the environmental consequences of management or developmental actions. 
 
The beach system at Hartenbos is influenced by a complex interaction between several physical and abiotic 
components. However, it is the littoral and cross-shore sediment movement, the tidal reach, the approaching 
waves and wind- and wave setup and -runup during onshore storm surges, the influence of nearshore rocky 
outcrops with open sandy areas in between, the effect of the prevailing wind regime and the associated 
aeolian sand budget, the orientation of the coastline, and the influence of the surface water runoff from the 
town infrastructure onto the beach through a number of large stormwater drainage pipes directly onto the 
beach, that are most relevant to the design of an appropriate coastal revetment structure. The design and 
profile of the existing sand-filled geotextile container coastal revetment structure influence the interface 
with the new revetment design. These aspects are discussed below. 
 
The coastline at the site consists of a series of alongshore and rip-current channels between low rocky 
outcrops and reefs and a wide storm wave breaker zone.  This configuration is typical of a mixed rocky-sand 
coastline within the partially protected coastline due to the sheltering influence of the Mossel Bay peninsula.9. 
 
Large storm surge runup erodes the foot of the dune at times and the historic rock-filled wire baskets 
revetment has failed in places allowing the foredune to slump and sand from the dune slip face to feed onto 
the beach and the landward retreat of the dune toe (Figure 2).  
 
Unfortunately, the location of current municipal and private infrastructure is too close to the beach to allow 
the coastal processes to function normally. When the climate change projected sea level rise (SLR) realises, 
the coastline will respond by retreating landwards, and this logically becomes an issue where infrastructure 
is located within the projected hazard area, and where inadequate or inappropriate coastal revetment / 
protection exists. 
 
The upper beach has an average natural slope of, 1:13 to 1:15 with no natural foredune system. The steep 
backdune slopes landwards up to elevations of +5 m to +9 m MSL. A constructed coastal pedestrian pathway 
along the whole 1800 m of coastline provides safe access to the beachfront.  
 

 
9 Barwell. L (2011). Integrity assessment procedure for buffer dune systems on the Cape South coast, South Africa. MSc Eng 
Thesis. Stellenbosch University. 
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Figure 3:  Typical beach and foredune characteristics including a rock-filled wire basket revetment structure and 

stormwater outlet onto the beach.  

 
 

3.2 Coastal processes and the sediment 
budget 

The study site is situated at Hartenbos within the Mossel Bay bay at the southern 1/3 rd of the logarithmic 
spiral-shaped (crenulated) embayment that stretches along a 26 km long sandy shore north-northeastwards 
from Diaz Beach and later eastwards to Glentana Beach. (Figure 1). 
  
The physical processes that have caused the log-spiral equilibrium shape of the bay to be formed between 
the two fixed points (Cape St Blaize to the south and the rock cliffs east of Glentana Beach) are governed by 
the sea swells reaching the coastline and the resultant longshore and cross-shore currents, the availability of 
sediment within the dune system along the coastline as well as those flushed from the various rivers during 
large floods, the effect of prevailing winds, and the local geology. The availability of sediment in the nearshore 
and onshore areas plays a significant role and it is this quantified interaction of the movement of the available 
sediment by nearshore currents and the wind that is termed the local sediment budget. 
 
A comprehensive description of these processes is provided in available reports, including the study of the 
Mossel Bay sediment supply study10,11,11 and is not repeated here. The deep-sea swell directions offshore of 
the study site vary between the south-western, southern and south-eastern sectors. Most of the severe 
storm swells originate in the far southsouth-west of South Africa and the study area at Hartenbos is partially 
protected by Cape St Blaize12.   
 

 
10 Mossel Bay Sediment Supply Study. Royal Haskoning DHV, UK. Ref.: IEMPB2808R001F2, October 2015. 
11 Barwell, L. 2011. Integrity Assessment Procedure for Buffer Dune Systems on the Cape South Coast, South Africa. MSc Thesis. 
Faculty of Engineering, Stellenbosch University. December 2011. 
12 Hugo, P-M. 2013. The impact of climate change effects on the planform of headland-bay beach on the southern coast of South 
Africa. MSc Thesis, Faculty of Engineering, Stellenbosch University, March 2013. 
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No accurate estimate of the longshore sediment transport potential has been made for the study area, 
however available studies9,10,11 show that the alongshore sediment transport moves southwards from a point 
east of the Little Brak Estuary. The report by Hugo (2012)10 provides a reasonably accurate description of the 
overall situation. His study estimated a southward directed potential alongshore transport rate of 5 000 
m3/year at Hartenbos towards Diaz Beach. 
 
The sand deposited on and removed from the beach by the coastal processes maintains the dynamic 
equilibrium. The dry sand on the upper beach area is then available to be blown up into the foredune system 
as discussed in the next section. 
 
However, it is typical at a rocky-sand mixed beach for the surf zone area to have a series of rip-current 
channels separated by submerged rocky reefs and short alongshore feeder channels. Small embayments 
form on the sandy beach opposite the deeper water due to the wave refraction (bending) around the 
submerged rocky reefs. During high wave energy storms deep rip-current channels form to allow water (the 
'undertow') to return to the offshore area. The deeper water allows higher storm wave energy to reach the 
upper beach area with resultant erosion of unprotected foredunes and/or the undercutting and overtopping 
of poorly designed revetments. Refer to Figures 3.1 and 3.2. 
 
The highest erosional risks are associated with the relative positions and alongshore size of the natural rip 
current channels.  
 
The areas landward of the natural gulleys between the rocky outcrops and reefs are at a higher risk from 
storm erosion because the deeper rip current channels are directly opposite these area (Figure 3.2). High 
wave energy propagates landwards through the deeper water channels and reaches the foredune unaffected 
by the rocky reefs on both sides. 

 

 
 

Figure 3.1:  Alongshore currents move water to the offshore area via the deeper rip current channels 

 

 

Figure 3.2:  Storm erosion occurs along the upper beach when high wave energy propagates landward via the deep 

rip current channels 
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Figure 3.3:  A wide storm wave breaker zone dissipates wave energy as waves approach and indicates a shoaling 

(gentle sloping) nearshore profile  

 

 

 

Phases 1, 3 and 5 completed in 2025 are neat and effective  
(Beach accesses shown a ACC nn and storm water outlets as SWO n) 
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3.3 Wind climate and aeolian sediment 
movement 

 

 
 

Figure 4: Annual wind rose for the Hartenbos area (from TNPA Mossel Bay) wind statistics 
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Figure 5: Wind-blown sand potential (Creep Diagrams)13  

 
From Figures 4 and 5 and on-site observations it is deduced that the net movement of wind-blown sand at 
the study site is obliquely onshore from the ESE to SW sectors (WNW to NE-bound), dominantly from the 
ESE. During the dry summer months (November to February) these onshore winds typically blow for an 
average of 16 days per month. Summer time is also when the dry sand portion of the beach is at its widest 
allowing wind-blown sand to move from the beach into the area above the HWM and rebuild the seaward 
part against the erosion scarp in the foredune in time forming hummock dunes and building elevation.  
 
The orientation of the coastline at the study site is close to SSW to NNE (195o to 15 o). This means that wind-
blown sand will move directly onshore and will build up against any constructed coastal revetment, and thus 
suitable dune vegetation should be established as a wind-blown sand buffer where the upper beach area 
(dry sand) is wide, typically on the southern side of the estuary mouth where wind-blown sand inundation 
frequently occurs. 
 

 

3.1 Topographical survey 

A beach profile survey was carried out in April 2026 by the Author. The embankment and beach profiles are 
shown in Figures 6.1 to 6.3. This information reflects the form, slope, and position of the beach and current 
revetment and foredune at the time of the survey and is used to determine the landward reach of the various 

 
13 Swart, D.H. 1986. Prediction of wind-blown sediment transport rates. Paper delivered at the 20th International 
Conference on Coastal Engineering, Taipei. 
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wave energy and climate change induced SLR scenarios if no coastal revetment is constructed.  The 'normal' 
seaward dune toe was at an elevation of + 2.3 m MSL.  

 
 

 
 

Figure 6.1: Typical dune and beach profile in Phase 2 as surveyed on 12 April 2026 

 
 

 
 

Figure 6.2: Typical dune and beach profile in Phase 4 as surveyed on 12 April 2026 
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Figure 6.3: Typical dune and beach profile in Phase 6 as surveyed on 12 April 2026 

 

Beach survey data from CSIR gathered over a period of 38 years shows that the 'normal' elevation at the foot 
of the natural foredune at beaches along the southern Cape coastline is on average at +3.2 m MSL. The 
profiles at Hartenbos at the time of the survey are in a slightly eroded state due to the predominantly onshore 
south-easterly wind-wave regime typical of the summer season.  
 
From the above it is seen that the average position of the normal (non-storm) runup line is at +1.2 m MSL 
which can safely be accepted as the average position of the non-storm related HWM.   
 
 

4. BEACH AND FOREDUNE STABILITY 

 
If the natural buffer dune ecosystem is allowed to maintain its natural integrity, the ecosystem service is 
capable of forming an effective and enduring protection of the back dune area and adjacent infrastructure 
against the forces of the sea. This is particularly valid when development is located beyond the reach of the 
coastal processes. Unfortunately, as is the case with the historical development of the Hartenbos coastal 
village,  the effects of human activities (for example placing development and infrastructure on the foredune) 
can result in limiting the natural beach and dune dynamics. This reduces the natural ability of the beach and 
dune system to effectively buffer against the erosional effect of sea storms, thereby putting infrastructure at 
risk of being undercut, causing dune slumping and resultant damage to infrastructure by the forces of the 
sea. This often requires the provision of a costly man-made intervention in the form of a coastal revetment 
to protect the infrastructure. 
 
Establishing a sustainable and durable coastal buffering system is dependent on meeting two broad 
management objectives: (1) managing the system to maintain the functionality of the prevailing coastal 
processes including the integrity of the back dune area of the ecosystem; and (2) protecting the interests of 
property owners (private and public) against the impact from the natural processes as well as to enhance the 
recreational and aesthetic qualities of the area. 
 
Key to understanding the functioning of the prevailing coastal system at the site as well as determining the 
risk to public infrastructure and private property is gaining an understanding of any trends in the short 
(seasonal) and long-term (decadal) beach and dune stability at the site.  
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By undertaking an analysis of available historic aerial photographic and satellite imagery complemented by 
periodic topographic surveys if these are based on a common survey datum, effectively carries out the trend 
analysis as discussed in the following section. 

 

4.1 Aerial and satellite images analysis 

 
The wave run-up is typical of the landward reach of seastorms and is relatively easy to observe on aerial 
images as the boundary between the dark areas (debris) and the light area (dry, upper beach sand). This 
means that seawater, typically during storms, regularly reached this point up the beach slope and prevented 
dune vegetation growth. On an unrestricted beach, the non-storm related wave run-up line is also seen as a 
proxy for the position of the normal (non-storm related) High-Water Mark (HWM).  
 
Tracking the wave runup line over time provides a useful indicator of coastline stability as discussed in the 
next section. This data also provides a baseline for a statistically approach to determining the future storm 
runup and erosion lines using the method developed by Theron A.K., (2016) and recently refined by Theron, 
D. and Theron, A.K. (2025)14. 
 
As seen in Figure 7, the dry-wet line that is always present relates to the tide level and the seastate at the 
time that the image was captured, so it needs a lot more data to be useful. However, this line is used to 
assess the nearshore geomorphology as the shape is often an indicator of the presence or absence of rocks 
and gulleys for example. 
 
The relative distance between the wet-dry line and the run-up line at low tide is an indicator of the beach 
slope.  A wide gap typically indicates a flat slope, and a narrow gap usually means the beach is relatively steep.  

 

 
Figure 7:  Definition of the ‘edge of the foredune’ and normal wave run-up lines  

 

 
14 Theron, D and Theron A.K. (2025). Monitoring and Analysis of South African Shoreline Dynamics Using Satellite Imagery. 
Estuaries and Coasts (2026) 49:30 https://doi.org/10.1007/s12237-025-01638-6 
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A comparative analysis of the seaward edge of the foredune, normal wave run-up and 0 MSL lines on the 
available images for the 39 years (1984 to 2023) was done and the results shown in Tables 4.1.1 and 4.1.2 
The analysis reference lines (H1 to H16) are shown on Figures 8.1 and 8.2. The results reflect the position of 
the long-term average MSL line as determined by Theron D. (2025). 
 
 

Table 4.1.1:  Coastline stability analysis (Theron A.K.,2016 and Theron D., 2024) 

 
 
 

Table 4.1.2:  Coastline stability analysis (Theron A.K.,2016 and Theron D., 2024) 

 
 
The erosion hazard lines are shown in Figures 8.1 and 8.2. 
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Figure 8.1:  The reference lines as used by Theron, D and Theron A.K (2025) to determine the variability of the position of the 0 m MSL  

 
 

 
Figure 8.2:  The statical method defined by Theron, A.K. (2016) allows the calculation of the 1% short-term storm erosion line relative to the 

long-term average runup position.  

 
The results of the 39-year image analysis are summarised in Tables 4.1.1 and 4.1.2 and show that the 
horizontal position of the 0 m MSL line varied within an average range of 63 m and had a calculated standard 
deviation of 7.8 m from the average position. The statistics also showed that the overall rate of change at the 
study site over the period 1984 to 2023 was + 0.1 m. 
 
This means that the coastline at the study site showed little to no erosional or accretional trend over the 
analysis period, and it is thus concluded as being in a state of dynamical equilibrium with only seasonal 
changes occurring because of normal tidal variation and the short-term beach level changes because of 
regular storms.  
 
Using the average normal long-term 0 m MSL position as the reference baseline and applying the normal-
distribution method15, the calculated average short-term erosion potential with a 1:100-year (1%) probability 
(the 90% percentile) is 19 m landwards of the mean position of the 0m m MSL line at the site. These values 
are included in the summary tables (Tables 4.1.1 and 4.1.2). 
 
The surveyed beach slope is averaged as 1:13. The Long-term Mean High Water Spring (MHWS) line is +1,17 
m MSL for Mossel Bay. Under normal conditions the position is therefore located 15,21 m landwards of the 
long-term 0 MSL line shown in Figure 8.1 and 8.2.  The average non-storm run-uo line is at the + 2,3 m MSL 
line along the Hartenbos coastline. At an average slope of 1:13 this is located 30m landwards of the o m MSl 
reference line.  

 
15 Theron, A.K.  (2016): Methods for Determination of Coastal Development Setback Lines in South Africa. PhD Thesis. 
Stellenbosch University. 
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5.  CLIMATE CHANGE AND SEA LEVEL RISE 

 

5.1 Introduction 

As was noted in IPCC (2001), climate change is expected to have a number of consequences that will 
detrimentally affect coastal resources. These are, amongst others: higher sea levels; higher sea 
temperatures; changes in precipitation patterns and sediment fluxes from rivers; changed oceanic 
conditions; and changes in storm tracks, frequencies and intensities. The apparent increase in storm activity 
and severity will be the most visible impact and the first to be noticed, since higher sea levels will require 
smaller storm events to overtop existing storm protection measures and be seen as e.g. coastal erosion. 

 

5.2 Climate change scenarios 

As discussed in Appendix 1, which is a direct extract from a CSIR report (CSIR, 2012), it is concluded that the 
best estimate (‘mid scenario’) of sea level rise (SLR) by 2100 is around 1 m, with a plausible worst-case 
scenario of 2 m, and a best case scenario of 0.5 m. The corresponding best estimate (‘mid scenario’) 
projection for 2050 is 0.3 m to 0.5 m off the 2010 baseline. For this study a projected SLR of +0.17 m by 2030, 
+0.27 m by 2040 and +0.35 m by 2050 off the 2011 basis level is considered. 

 

5.3 Sea storms and climate change 

Changes in the shape of sandy coastlines depend on a number of factors of which the most important is the 
availability and distribution of sediment (sand). Sand along the coast is moved mostly by waves within the 
breaker zone, while the waves approaching the coast are in turn affected by, inter alia, the bottom 
topography and rocky reefs and outcrops. As the sea level rises, existing topographic features such as reefs 
and rocks will be located in deeper water (when compared to the present) and will have a different effect on 
waves approaching the coast. Features landward of the breaker zone will be in deeper water and will either 
have an amplified or dampened effect on the wave energy compared to the present.  
 
Water over deep-water features (such as submerged reefs) may deepen to the degree that their effect on 
the wave climate is significantly reduced. The points of wave energy convergence and divergence will change. 
The new locations of wave energy convergence could be expected to experience an increase in erosion while 
those locations currently subject to energy convergence could accrete if they are exposed to less energy in 
future. Changes in wave approach direction will change alongshore currents and alongshore sediment 
transport. 
 
In conclusion, the primary hazards to physical (abiotic) coastal infrastructure related to sea storms and 
climate change are: 
 
• Extreme inshore sea water levels resulting in flooding and inundation of low-lying areas. 
• Changes in storm system characteristics, winds and local wave regime resulting in direct wave 

impacts. 
• Coastal erosion, removal of dunes and subsequent under-scouring of, for example, foundations and 

revetment structures. 
• System complexities, thresholds and non-linearity, for example related to sand transport. 
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• A combination of extreme events, such as sea storms during high tides plus sea level rise, will have 
the greatest impacts and will increasingly overwhelm existing infrastructure as climate change 
related factors set in in time. 

 
The main metocean drivers related to the above are thus waves and sea water levels (and to a lesser extent 
winds and currents). The landward drivers include flash floods that create higher storm water levels along 
lower beach levels when rivers, storm water drains and canals flow out onto beaches, often at the same time 
as high energy sea storm waves and surges respond to the same atmospheric conditions (i.e. high waves and 
high rainfall).  
 

5.4 Landward retreat of the beach due to sea level rise (SLR) 

Using the surveyed beach slope (an average of 1:13) and applying the Bruun, P. (1988) principle, the total 
horizontal distance that the HWM position is likely to move landwards (retreat) along the profile due to SLR 
and the calculated long term trend are shown in Table 5.1 for each of the analysis lines (H1 to H16)  

 

 

Table 5.1: Calculation of the coastal retreat parameters-term trend  

 

 
The approximate positions are shown in Table 5.1 are illustrated on Figure 9.  
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Figure 9  Position of the projected hazard lines without coastal protection revetment 

 
 

5.5 Extreme inshore sea water levels  

Commissioned by the then national Department of Environmental Affairs (DEA) in 2014, the CSIR produced 
a research report that summarised the state of knowledge on coastal processes for the SA coastline (in 
201416.). The report still forms the basis of coastal hazard and vulnerability assessments of the South African 
coastal region  However, some refinement has taken place and regional information now exists and has been 
included in demarcating coastal management lines17 as discussed later. 

The CSIR report produced estimates of extreme values for realistic combinations of the inshore seawater 
level components as applicable to each SA coastal region. Based on these calculations and the wave 
conditions, robust first-order (coarse) storm surge levels estimates are provided of the regional storm surge 
levels around the South African coast for the offshore wave regime.  

Stated clearly, therefore, is the reality that although it is at present not possible to reliably estimate changes 
in storm patterns, windiness, wave energy or direction, the increase in storm activity and severity will 
probably be the most visible impact as a risk to vulnerable properties.  

The analysis method described in detail in CSIR (2014) was used to determine an (unmitigated) storm hazard 
level (m to MSL) along the exposed coastline at Hartenbos as illustrated in Figure 10.1.  
 

 
16 CSIR (Council for Scientific and Industrial Research). 2014. Determination of the inshore wave climate along the South African 
coast – Phase 1 for coastal hazard and vulnerability assessment. CSIR Report CSIR/NRE/ECOS/ER/2014/0037/A, Stellenbosch. 
17 DEA&DP: Western Cape Government’s (WCG) Coastal Management Unit. 
   https://www.arcgis.com/apps/webappviewer/index.html?id=fdfc43db00224a6688cb964b47f713b0 
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Figure 10.1: 2030 extreme still water level & wave run-up along the partially sheltered mixed rocky-sandy coastline 

at Hartenbos without revetment installed  

 
 
 

 
Figure 10.2: 2030 extreme still water level & wave run-up along the partially sheltered mixed rocky-sandy coastline 

at Hartenbos with revetment installed creating a 40% reduction in runup due to energy dissipation.  

 
Installing a suitable coastal revetment serves to dissipate some of the wave energy when the waves hit the 
revetment. The net effect is a reduction in the wave runup amount. A reduction of 40% is estimated at 
Hartenbos. This is illustrated in Figure 10.2. 
 

Figures 10.1 and 10.2 show the extreme inshore sea water levels calculated for the study site (using the tidal 
information available for Mossel Bay ( http://www.sanho.co.za ) due to the combination of the various 

http://www.sanho.co.za/
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contributing components. The figures show the increasing water levels all relative to Mean Sea Level (MSL) 
which is at 0 m elevation. Table 5.2 summarises the calculation of the hazard level with a revetment and 
without a revetment. 
 
Table 5.2: Calculation of the storm hazard level 

Ref. Description Notes 
Without 

Revetment 
With 

Revetment 

1 
Mean High Water 

Spring tide (MHWS) 

Cell A4 in 
Figures 10.1 

and 10.2 
+ 1.17 m MSL +1.17 m MSL 

2 

Storm surge as 
estimated for a 
1:10 year return 
period (Note 1)  

Cell B3. 
Add 0.83 m 

(=+2.0 m MSL). 
Add 0.83 m 

(=+2.0 m MSL). 

3 
Wave run-up  

(Note 2) 
Cell C3 

Add 3.7 m 
(=+5.7 m MSL) 

Add 2.2 m 
(= 4.2 m MSL) 

4 
Sea Level Rise by 

2030 
(Note 3) 

Cell D3 
Add 0.2 m 

(=+5.9 m MSL) 
Add 0.2 m 

(= 4.4 m MSL) 

5 
Storm Hazard level 

by 2030 
Cell D4 and E4 

Rounded to  
+6.0 m MSL 

Rounded to  
+4.5 m MSL 

Notes: 
1. The storm surge amount includes the effect of a low-pressure weather system (‘cold front’) 

passing the coast that results in a local set-up (increase) of the sea water level due to strong 
onshore winds and low barometric pressure, known as the residual component – Cell B3. Thus, 
at present, a coastal low pressure system passing the coast during spring tides (which occur 
every 2 weeks) could result in sea water levels of about +2.0 m above MSL along the coast at 
Hartenbos. 

 
2. The above elevations all relate to the still-water level at the shoreline. This should not be 

confused with the additional effect of wave run-up, which can reach higher elevations. (Wave 
run-up is the rush of water in the swash zone up the beach slope (and a sloping revetment 
structure) above the still-water level).  

 
3. Interpolating for 2030 off the 2011 baseline, the mid scenario (best estimate) for Sea level Rise 

(SLR) due to Climate Change) is +0.17 m by 2030, and in the order of 0.35 m by 205018.  
 
The background discussion to extreme inshore sea water levels is provided in Appendix 1. 
 

 
18 Theron, A.K., Rossouw, M., Barwell, L., Maherry, A., Diedericks, G., De Wet, P. (2010).  Quantification of risks to coastal areas and 

development: wave run-up and erosion. CSIR 3rd Biennial Conference 2010. Science Real and Relevant, CSIR International Convention 
Centre, Pretoria 30 August – 01 September 2010, South Africa. http://hdl.handle.net/10204/4261. 
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The example shown in Figure 11 indicates the effect of run-up during a large sea storm. Note that the return 
period for that particular storm is estimated to be in the region of 1:20 years. Noteworthy is that in South 
Africa the 1:50 year return period event is normally specified for the location and design of houses and 
infrastructure. It is important to realise that South Africa has not yet experienced a 1:50 year magnitude sea 
storm since wave recordings began some 50 years ago. 
 

 
 

 
 

Figure 11: Examples of the effect of a large storm coinciding with a high tide level  

(Photo: Ethekwini Municipality)  

 
 

The projected hazard level by 2030 is thus at +6.0 m MSL. It means that any structure (e.g. the 
stormwater outlets and beach access structures) located below this level could expect storm wave 
runup to reach the +6.0 m MSL level if the existing beach configuration remains (weakened and 
failing current revetment). It is also means that a new revetment should be at an elevation that 
can protect infrastructure against  this level of run-up and splash-over. 
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5.6 Projected future position of the storm wave runup lines due to 
coastal processes 

The total projected landward retreat of the long-term wave run-up position and the position of the average 
long term HWM lines at the site due to coastal processes are shown in Figure 12.1 to 12.3 for the profiles 
within the study area.  

 
 

 
Figure 12.1:  Projected hazard levels included SLR at Phase 2.  

 

 
 
 

 
 

Figure 12.2:  Projected hazard levels included SLR at Phase 4.  
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Figure 12.3:  Projected hazard levels included SLR at Phase 6.  
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6. WC DE&DP COASTAL MANAGEMENT LINES  

 

6.1 Introduction and Guidelines  

The Western Cape Department of Environment Affairs and Development Planning (DEA&DP)19 
makes available their Coastal Management viewer to enable guidance on the co-called Coastal 
Management Lines. The Garden Route District Coastal Management lines for the coastline at 
Hartenbos are shown in Figure 13.1 to 13.3. Here the 10yr, 20yr, 50yr and 100yr run-up and erosion 
lines as well as the high water mark are shown. 

The projected runup lines are seen to all converge a short distance landwards of the high water 
mark. This is realistic considering the high foredune along this stretch of coastline. The erosion lines 
extend further inland (which is somewhat unrealistic in places) and it is therefore important to do a 
site specific analysis to refine these lines as shown in Section 5. 

 

 

Figure 13.1: High Water Mark (HWM) screenshot - DEA&DP Coastal Management App - Annotations added 

 

 
19 DEA&DP: Western Cape Government’s (WCG) Coastal Management Unit. 
   https://www.arcgis.com/apps/webappviewer/index.html?id=fdfc43db00224a6688cb964b47f713b0 
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Figure 13.2: Storm wave runup risk lines screenshot - DEA&DP Coastal Management App - Annotations added 
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Figure 13.3: Storm erosion risk lines (Screenshot) (DEA&DP Coastal Management App - Annotations added) 

 

6.2 Conclusion  

 

The DEA&DP guideline position (Figures 13.1 to 13.3) screenshots from the Coastal Management App are 
conservative and provide good 'starting' guidelines. However, as seen in Figure 13.3, for example, the 
results are unrealistic in places due to the manner the algorithm interprets the topography, geology and 
existing coastal revetment structures. 

Therefore the values discussed in Sections 4 & 5 are used as the basis for the design parameters for the 
proposed coastal protection revetment intervention for Phases 2, 4 and 6 at ATKV Hartenbos.  
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6.3 Coastal Access  

 
As specified in the NEM: Integrated Coastal Management Act (Responsibilities of Municipalities with  
respect to Coastal Access Land), safe and effective public access to the coastline is required. 

The Coastal Access Audit report20 for the Garden Route concludes that the site at ATKV Hartenbos (see 
Bay05, Bay06 and Hrt01 on Figure 14 and in the report) allows for good access to the beach. A number of 
wheel-chair and baby-cart/pram friendly facilities are spaced along the 1800 m beachfront.  

 

Figure 14 is a screenshot taken from the report and shows the audit results. 

 

Figure 14: DEA&DP Access Audit  

 
Figure 15 shows as sample of the current accesses within the Phase 4 study area. ACC 5 AND ACC 6 are 
wheel-chair / child pushcart/pram friendly and ACC 7 is a timber stairway bridging the foredune from the 
pedestrian walkway to the beach. All access ways will be reinstated where the proposed new revetment is 
constructed. 

 
20 DEA&DP (2019) WCPCASP: Garden Route Coastal Access Audit – Main Report. Western Cape Department of 
Environmental Affairs and Development Planning, Cape Town. Western Cape Department of Environmental Affairs and 
Development Planning, Cape Town. 
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Figure 15: Current beach access structures in Phase 4 (ACC = Access) 

 
 



 
 
 
 

 
 

 

31  

 

7. IDENTIFIED COASTAL REVETMENT OPTIONS TO 
PRO-ACTIVELY PROTECT THE MUNICIPAL AND 
ATKV INFRASTRUCTURE 

7.1 Introduction  

 

In the previous section it is concluded that a current hazard level of +6.0 m MSL can be expected for the 
exposed coastal stretch at Hartenbos by 2030 and +6.1 m by 2050 without revetment and including SLR. With 
revetment the hazard level drops to +4.5 m MSL by 2030 and +4.6 m MSL by 2050. This means that 
infrastructure located below that level has a high likelihood of experiencing the effects of a large storm surge 
on occasion.  

As discussed, storm erosion of the upper beach down to the +0.5 m MSL elevation was measured by the 
Author in August and September 2020 at the toe of the slumping foredune at Diaz beach.  In the high energy 
areas (Figure 3.1) the revetment at Hartenbos is more exposed to deep water waves and a degree of wave 
energy reflection off the structure will occur. This typically can cause erosion of the beach sand and the lower 
parts of the revetment will be exposed with the risk of undercutting if not located properly. The top of the 
collapsible toe unit is thus recommended to be at an elevation of + 0.0 m MSL thereby preventing 
undercutting of the structure.  

The design parameters for coastal revetment are summarised as:  

1. At the transition between the current sandbag revetment (phases 1, 3 and 5) it is important to make sure 
that the seaward toe of the new revetment must be located along a line that does not protrude seawards 
of the existing infrastructure to limit the side-effects of the proposed new coastal revetment. As such it 
will be located landward of the long-term average of the non-storm HWM and in line with adjacent 
structures. It is recommended that the position is to be staked out on site by the coastal engineer before 
construction commences. 

2. The top of the collapsible toe unit of the revetment structure is to be at an elevation of +0.0 m MSL. 
3. The top elevation of the revetment structure is to be at a minimum of +5.5 m MSL at the identified high 

energy places (Figure 3.1). 
4. A 0.3 to 0.5 m thick layer of soil/sand cover over the revetment should be established and maintained to 

allow dune vegetation to grow over the chosen revetment structure. This protects the structure from 
vandalism and the elements and softens the visual impact. It will also naturally manage the influx of wind-
blown sand off the dry upper beach area. 

5. Storm-water outlets should be constructed to allow the storm water to enter a 'plunge pool' behind or 
within the revetment and excess water allowed to cascade over the structure. This prevents the erosion 
of the beach during high rainfall events that often coincides with high energy waves.  

6. The preferred design for the beach access walkways is a wooden stairway spanning across the revetment, 
placed on poles that are buried to a minimum level of +0.0 m MSL. No concrete foundations are to be 
used. It is not recommended to make 'gulleys' through the revetment for pedestrian access ways. 
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7.2 Coastal protection revetment options  

The coastline stability analysis shows that the coastline at the site is ‘dynamically stable’ with no long-term 
erosion or accretion (build-up) trends detectable.  

Options for relevant and achievable coastal protection interventions to mitigate and protect the coastline 
are described below.   

The current revetment installed as Phases 1, 3 and 5 used sand-filled geotextile containers and it is preferable 
to use a similar structure to fill in the unprotected areas listed as Phases 2, 4 and 6.  

Although the existing rock-filled wire basket revetment structure (e.g. like GabionsTM) is still functional in 
places, and where the rusted wire is broken causing a safety hazard. The system is structurally compromised 
in places because the top elevation is below the + 5.5 m MSL level along the whole coastline and regular 
overtopping happens.  

An option is to leave the current old rock-filled wire basket revetment in place where appropriate and to 
place the new revetment over the old structure if  sand-filled geotextile containers or new rock-filled baskets 
(e.g. GabionsTM are used. This will create a complementary buried revetment.    

For comparative purposes another option, namely rock-filled stainless steel wire baskets are also assessed. 

Note that the more permanent rock revetment option is not considered practical at the site due to the 
larger footprint required and the limited space between the high water mark and the coastal infrastructure 
landward of the foredune.  

Figures 16.1, 16.2, 17.1, 17.2, 18.1 and 18.2 show the mitigation and erosion prevention options in concept 
format. The indicated elevation, plan positioning and slope are accurate as these are based on the analysis 
in this report. 

Note a detailed engineering design has to be done on the chosen option to allow for accurate pricing of the 
SGCs. This will be overseen by the appointed engineer once the preferred revetment structure is chosen.  
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7.3 Sand-filled geotextile containers 
(SGCs) revetment  

 

There are two configurations  of the SGCs, namely a single row for the lower wave energy areas and a 
double row of SGC for the areas that receive higher wave energy (Figures 16.1 and 16.2). 

 

Figure 16.1:  Single row of sand-filled geotextile textile containers filled with beach sand for lower wave energy 

areas.  

 

 
 

 

 
Figure 16.2:  Double row of sand-filled geotextile textile containers filled with beach sand for high wave energy 

areas (See Figure 3.2).  

.  
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7.4 New sand-filled geotextile containers 
(SGCs) over existing GabionTM 

revetment  

 

 

Figure 17.1:  Single row of sand-filled geotextile textile containers filled with beach sand for lower wave energy 

areas placed over existing GabionTM rock-filled wire basket.  

 

 

 

Figure 17.2:  Double-row of sand-filled geotextile textile containers filled with beach sand for lower wave energy 

areas placed over existing GabionTM rock-filled wire basket.  
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7.5 Rock-filled stainless steel wire basket 
revetment  

It is possible to install a revetment consisting of rock-filled stainless steel wire baskets that can be seen as 
permanent with a longer lifespan (due to the stainless steel material) but not a 'soft-engineering' solution. 
The configuration as shown in the Figures 18.1 and 18.2  will be required for all of Phases 2, 4 and 6. 

 

 

Figure 18.1:  Rock-filled stainless steel wire baskets to dovetail with the current SGCs used in the previous 

sections.  

 
 

7.6 New rock-filled stainless steel wire 
basket over existing GabionTM 

revetment  

 

 

 
 

Figure 18.2:  Rock-filled stainless steel wire baskets to complement current GabionTM revetment where possible.  
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8. RELATIVE COST ESTIMATE  

Table 8.1 is a summary of the relative capital, construction and maintenance costs of each of the identified 
options. it is not possible to provide accurate costs as this depends on various factors such as the detailed 
design,  the availability of suitable material, transport costs and contractors' fees. This will be a further 
stage to be overseen by the Consultant.  

 

Table 8.1: Qualitive relative costs for the various options 

# OPTIONS 
RELATIVE CAPITAL COST 

(Excl VAT) 

RELATIVE COST: 
MAINTENANCE OVER 10 

YEARS 

1A 
Single row of sand-filled geotextile 
container (Figure 16.1) in low wave 
energy areas (Figure 3.2). 

MEDIUM+1,2 

LOW IF PROTECTED FROM 
VANDALISM & 
ENVIRONMENTAL ELEMENTS 

1B 
Double row of sand-filled geotextile 
container (Figure 16.2) in high wave 
energy areas (Figure 3.2). 

MEDIUM+1,2 

LOW IF PROTECTED FROM 
VANDALISM & 
ENVIRONMENTAL ELEMENTS 

1C 

Sand-filled geotextile containers 
over existing rock-filled wire 
baskets (GabionsTM) (Figures 17.1 
and 17.2) 

MEDIUM-1,3 
LOW IF PROTECTED FROM 
VANDALISM & 
ENVIRONMENTAL ELEMENTS 

2A Rock-filled stainless steel wire 
baskets (Figure 18.1 ) 

HIGH+4,2 MEDIUM5 

2B 

New rock-filled stainless steel wire 
cages on mattress over existing 
rock-filled wire baskets (GabionsTM) 
(Figure 18.2)  

HIGH-4,3 MEDIUM5 

3 
Do Nothing (Status Quo) to defend 
the infrastructure HIGH6  HIGH & ONGOING6 

Notes: 

1. A specialist contractor is required. Sand from the upper beach and excavated scarp is used to fill 
the sand-filled geotextile containers to be of equal quality of the adjacent beach sand. The 
structure needs to be covered with sand or soil and protective natural dune vegetation established. 
This is important to limit the opportunity for damage by vandalism (slashing) which is difficult to 
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repair for reinstatement of the structural integrity. Dune vegetation effectively protects from the 
sun. 

2. The cost of removing and disposing of the existing GabionTM wired cages and loose rocks needs to 
be added. 

3. No additional costs of removing and disposing of the existing GabionTM  material is incurred. 
4. A specialist contractor is required. Depends on availability and distance to a source of suitable 

stones to fill the stainless steel wire cages and mattress. The structure needs to be covered with 
sand or soil to establish protective natural dune vegetation.  

5. Although the mesh is available in stainless steel or typically galvanised and often plastic coated thus 
mostly protected from rust, wire cages are only as durable and strong as long as the wire does not 
break. Vandalism is still possible, but more easily repaired.  

6. The existing GabionTM revetment will continue to degrade due to rust, breakage and wave 
overtopping as the top level is too low. The ongoing costs will increase in time.  

 

9. IMPACT ASSESSMENT (ABIOTIC FACTORS) 

 
Table 9.1 provides an assessment of the relative net impact of each of the identified coastal protection 
interventions on the physical (abiotic) coastal processes, and also the impact of the coastal processes 
on the revetment structures at the site. The impact of construction activities on the beach users and 
the ecological system is included. 
 
The 'do-nothing' option, meaning the existing system is left as is, is also included as a baseline.  
 
The impact on other aspects of the environment (e.g., social, economic and biological aspects) is 
beyond the scope of this report. 
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Table 9.1: Comparative Impact Assessment  

PHASES: OPERATIONAL PHASE CONSTRUCTION PHASE 

# OPTIONS 

STRUCTURE ON THE 
COASTAL & 

ENVIRONMENTAL 
PROCESSES AND 

BEACH USERS 

COASTAL & 
ENVIRONMENTAL 

PROCESSES ON THE 
STRUCTURE 

ACTIVITIES ON 
BEACH USERS 

ACTIVITIES 
ON 

ECOLOGICAL 
SYSTEM 

1A 

Single row of sand-
filled geotextile 
container (Figure 
16.1) in lower 
wave energy areas. 

LOW10,11,1  LOW4 LOW8,11 LOW-
MEDIUM2,9 

1B 

Double row of 
sand-filled 
geotextile 
container (Figure 
16.2) in higher 
wave energy areas. 

LOW10,11,1  LOW4 LOW8,11 
LOW- 
MEDIUM2,9 

1C 

Single or double 
row sand-filled 
geotextile 
containers over 
existing rock-filled 
wire baskets 
(GabionTM) (Figures 
17.1 and 17.2) 

LOW3,10,11,1 LOW4 LOW8,11 LOW9 

2A 

Rock-filled 
stainless steel wire 
baskets (Figure 
18.1 ) 

MEDIUM2,10,12,1 LOW4 LOW8,12 LOW9 

2B 

New rock-filled 
stainless steel wire 
cages over existing 
rock-filled wire 
baskets (GabionTM) 
(Figure 18.2)  

LOW3,10,12,1 LOW4 LOW8,12 LOW9 

3 
Do Nothing (Status 
Quo) to defend the 
infrastructure 

HIGH5,13 HIGH4,6,7 N/A N/A 
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NOTES: 
1. Some reflection of the wave energy off the almost vertical seaward sides of both the sand-filled 

geotextile containers and the rock-filled ss wire baskets will occur, which can result in lowering of 
the beach level directly seawards of the structure and cause reflected wave energy with possible 
beach erosion.  

2. The existing rocks and rusted wire baskets must be removed and transported to off-beach disposal. 
This can have an additional impact on the receiving environment at the disposal site. 

3. No additional impact of required disposal of rocks and rusted wire baskets on environment will occur.  
4. Higher wave energy rushing/splashing up the structure will expose more of the structure as the 

covering dune sand and vegetation are eroded during storm surges. Replacing the soil and dune 
vegetation will be an important and ongoing post-storm maintenance activity.  

5. The existing rocks and rusted wire baskets will continue to degrade and rusted wire baskets are an 
environmental hazard that can impact on human and animal health and safety with a deteriorating 
level of coastal protection. 

6. Some reflection of the wave energy off the vertical front edges of the wire cages will occur, which 
can result in lowering of the beach level directly seaward of the structure. The GabionTM structure 
will continue degrading and eventually collapse with rusted wire cages and rocks impacting on the 
beach with no protection against the forces of the sea. 

7. High wave energy will continue removing the foredune toe causing slumping, and with little if any 
coastal protection will put infrastructure at an increased risk in time, thereby increasing the 
frequency and cost of ongoing maintenance. Eventually a protective revetment will be required as 
climate change SLR happens. 

8. Working area easily demarcated and therefore controlled, vehicle movement along the unrestricted 
public beach beyond direct working area is restricted to specific times of the day, and public access 
restrictions are minimal. 

9. Ecological system construction disturbance footprint limited to upper beach and existing managed 
dune slope.  

10. A high level of effectively rehabilitating dune vegetation and ecosystem possible, giving a 'soft' and 
natural visual appearance other than when the lower part of the structure is exposed during storms. 

11. SGCs are smooth and safe to climb onto when exposed. 
12. Wire ends are sharp bits and a can cause injuries if people climb onto the structure when exposed. 
13. Animals and e.g. birds could get hurt and entangled in the broken wire baskets.  

 
 

10. CONSIDERED OPINION WITH REASONING 

 

It is the Author’s considered opinion that the net impact on the socio-ecological context of all the proposed 
revetment options, including the required activities during the construction phase  is low to negligeable on 
a local and broader environmental scale. The disposal of the current rusted wire cages will have the highest 
negative impact on the receiving environment at the disposal site, hence strong consideration should be 
given to leaving the structure in place and placing the new revetment over it to form a complementary 
revetment without any residual impact. 

Similarly, the net impact of the coastal processes on all of the proposed revetment options is low to 
negligeable if the recommended coastal engineering design parameters are followed and construction is 
done to specification. This includes maintaining the integrity of the chosen revetment. 



 
 
 
 

 
 

 

40  

A single row of Sand-filled Geotextile Containers (SGCs) (Figure 17.1) for the low energy areas in phase 4 is 
recommended. For phase 2, the high energy sections of phase 4 and all of phase 6 a double row of SGCs is 
recommended.  

The key considerations for the recommendation are as listed below: 

1. The SGCs are considered more environmentally friendly to beach users as the material is 'soft' and 
does not form any potential hazards to people and animals. 

2. The material that the SGCs are made of is produced in South Africa whereas the stainless-steel wire 
baskets are imported. 

3. The sand that is used to fill the SGCs is sourced from the beach system and thus does not require the 
importation of 'foreign' material into the beach-dune system. 

4. The new SGC revetment will seamlessly tie into the existing material used for the construction of 
Phases 1, 3 and 5, thereby forming a uniform coastal revetment system at the ATKV. 

5. The integrated EMMP for all Phases (1 to 6) will have a single technology to consider. 
6.  
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APPENDIX 1: Extreme inshore sea water levels  
 
(Extract from CSIR, 2012, written by Theron, A.K. (PhD)) 
 
Significant drivers of high inshore sea water levels are tides, wind set-up, hydrostatics set-up, wave 
set-up and, in future, sea-level rise due to climate change (Theron, et al 2010). These drivers all 
affect the still-water level at the shoreline.  
 
The drivers/components of extreme inshore sea water levels most significant to the Southern 
African context are the tides (South African spring tides are about 1 m above mean sea level 
(MSL)), potential SLR, and wave run-up. Theron (2007) has estimated that in the South Africa (SA) 
setting during extreme events, these components could each contribute additional amounts 
(heights) of between about 0.35 m to 1.4 m to the inshore sea water level. Note that potential 
additional impacts of climate change (e.g. more extreme weather events) on wind-, hydrostatic- 
and wave set-up are not included in the above range of increase. 
 
Recent observations from satellites, very carefully calibrated, are that global sea level rise over the 
last decade has been 3.3 +/- 0.4 mm/y (Rahmstorf et al. 2007)). The IPCC AR4 Report (IPCC 2007) 
concludes that anthropogenic warming and sea level rise would continue for centuries due to the 
timescales associated with climate processes and feedbacks, even if greenhouse gas 
concentrations were to be stabilised. Comparisons between about 30 years of South African tide 
gauge records and the longer term records elsewhere, show substantial agreement. A recent 
analysis of sea water levels recorded at Durban confirms that the local rate of sea level rise falls 
within the range of global trends (Mather 2008). Present SA SLR rates are: west coast +1.87 mm/y, 
south coast +1.47 mm/y, and east coast +2.74 mm/y (Mather et al. 2009). 
 
The probability of sudden large rises in sea level (possibly several metres) due to catastrophic 
failure of large ice-shelves (e.g. Church and White 2006) is still considered unlikely this century, 
but events in Greenland (e.g. Gregory 2004, Overland, 2011) and Antarctica (e.g. Bentley 1997; 
Thomas et al. 2004) may soon force a re-evaluation of that assessment. In the longer term the 
large-scale melting of large ice masses is inevitable. Recent literature (since IPCC 2007) gives a 
wide range of SLR scenarios, as indicated in Figure A6.1.  
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Figure A6.1:  Comparison of minimum and maximum estimates of global SLR by year 2100 

(USACE, 2011) 

 
Some projections and scenarios are even higher, but most “physics/process based” projections 
(e.g. Nicholls and Cazenave 2010; Pfeffer et al 2008; Milne et al 2009; SWIPA 2011) for 2100 are 
in the 0.5 m to 2 m range, (Fig A6.2) as is also concluded in various reviews (e.g. Theron and 
Rossouw 2009; Fletcher 2009).  It is concluded that the best estimate (“mid scenario”) of SLR by 
2100 is around 1m, with a plausible worst case scenario of 2m, and a best case scenario of 0.5 m. 
The corresponding best estimate (“mid scenario”) projection for 2050 is 0.3 m to 0.5 m. 
 
The drivers of inshore water levels should not be confused with the added effect of wave run-up, 
which can reach even higher elevations. Wave run-up is the rush of water up the beach slope 
beyond the still-water level in the swash zone. According to surveyed elevations (Smith et al. 
2010), maximum run-up levels on the open Kwazulu-Natal (KZN) coast near Durban during the 
March 2007 storm (which coincided with highest astronomical tide) reached up to about +10.5 m 
MSL. Note that wave set-up and run-up are both accounted for in these levels.  The maximum 
wave run-up alone during the 2007 KZN storm is estimated to have been up to about 7 m (vertical), 
resulting from significant nearshore wave heights of about 8.5 m. 
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Figure A6.2:  Measured and project sea level rise (Nicholls and Cazenave 2010). 

(The blue, green and red bars are projections from different Author.) 

 
Around southern Africa wave run-up is thus an important factor, which may be considerably 
exacerbated by tides and future SLR (Theron, et al 2010). 
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