
Coastal 10m Buffer (Bitou Street Conservancy Tank Upgrade) 

The aquatic specialist recommends that, during the conversion of the Bitou Street Conservancy Tank into a pump station, a 10 m 

buffer zone be maintained from the southern edge of Erf 554.  This buffer must function as a designated no‑go area, prohibiting any 

construction activities or the placement of materials within its extent.        

                                

 



Farm Searles No. 252 

 

The specialist has divided the Farm Searles No. 252 section into two sensitivity zones: 

 

• Section A – Railway Corridor Zone: Dense thicket vegetation and steep slopes, rated as highly sensitive 

(Figure 1 – Red Polygon). 

 

• Section B – Morrison Road Corridor Zone: Transformed or partially disturbed vegetation, rated as 

moderate to low sensitivity (Figure 1 – Green Polygon). 

 

The three alternatives through Farm Searles No. 252 are: 

 

• Option 01: Pipe cracking within either Railway Corridor Zone or Morrison Road Corridor Zone 

(Section A or Section B).  

 

• Option 02: Standard trenching within Morrison Road Corridor Zone (Section B). 

 

• Option 03: Standard trenching within Railway Corridor Zone (Section A). 

 

 
Figure 1: Sensitivity Corridor Zones across Farm Searles No. 252.  RED Polygon: Section A (Railway Corridor Zone.  GREEN Polygon: 

Section B (Morrison Road Corridor). 

 


